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9725 THIRD AVENUE N.E., SUITE #207 
SEATTLE, WASHINGTON    98115 

 

PHONE - (206) 525-7560 / FAX - (206) 522-6698 
 

LETTER OF TRANSMITTAL 
 

TO: MG2 Architecture 
 1101 Second Ave, Ste 100 
 Seattle, WA 98101 
 

 
WE ARE SENDING YOU    Attached   Under separate cover via COURIER the following items: 
 
  Shop drawings  Prints   Plans   Samples   Specifications 
 
  Copy of letter   Change order         
 

COPIES DATE NO. DESCRIPTION 

E 12/01/20       Fuel Oil Piping Seismic Shop Drawings 

        

                        

                        

                        

                        

                        

                        

 
THESE ARE TRANSMITTED as checked below: 
 
  For approval    Review for Loads Only   Resubmit       copies for approval 
 
  For your use    Reviewed as noted    Submit       copies for distribution 
 
  As requested    Returned for corrections   Return       corrected prints 
 
  For review and comment  REVISE AND RESUBMIT   
 
  No Action Taken    
 

 PRINTS RETURNED AFTER LOAN TO US 
 

** If enclosures are not as noted, kindly notify us at once. ** 
 
REMARKS: 

 
 
 
COPY TO: FILE  

 

 

 
SIGNED:____________________________________  

 
 
 

DATE: December 5, 2020 JOB NO: 16038004 

ATTENTION: Travis Morton 

RE: Costco Headquarters- Building 5  
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FUEL OIL PIPING SEISMIC BRACING

FORTRESS

1885 The Alameda, Suite 201

San Jose, California 95126

408.841.4848

www.fortressse.com

Structural Engineering

POWERED BY:

6380 Wilshire Blvd., Suite #1016

Los Angeles, California 90048

213.908.1809

COSTCO ISSAQUAH
PARKING GARAGE 5

755 LAKE DRIVE
ISSAQUAH, WA 98027

✔

John B.

11/30/2020231100.04
Holaday-Parks

CC5

REVIEWED BY

REVIEWED
REVIEWED AS NOTED
REVISE & RESUBMIT

FERGUSON CONSTRUCTION'S REVIEW OF THESE DOCUMENTS DOES
NOT RELIEVE SUB/SUPPLIER OF ITS RESPONSIBILITY FOR:

1) FIELD VERIFICATION OF ALL DIMENSIONS AND JOB-SITE CONDITIONS 
   AND REQUIREMENTS
2) COMPLIANCE WITH CONTRACT DOCUMENTS AND ALL APPLICABLE      
   STATE AND CITY ORDINANCES AND REQUIREMENTS
3) COORDINATION WITH ALL TRADES.

SUBMITTAL #                                               DATE:
SUB/SUPPLIER:
PROJECT:

RUSHING GENERAL COMMENTS:
1. REVISE AS NOTED ON ATTACHED SHEETS
FOR GENERATOR SYSTEM IP=1.5.
2. ADDITIONALLY, THIS IS A DESIGNATED
SEISMIC RESTRAINT SYSTEM THAT SHALL BE
DESIGNED PER THE MECHANCIAL DRAWINGS
FOR POST SEISMIC EVENT OPERATION.

Revise as Noted

No Exception Taken

Date:

Project Name:

X

Costco US Home Office Corp Campus
Building 5 - Parking Garage

2020-12-21

Exception Taken, Revise and Resubmit
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GENERAL ANCHORAGE NOTES

POST-INSTALLED ANCHORS

1. FOR ESSENTIAL FACILITIES, 50 PERCENT OF THE EXPANSION TYPE ANCHORS (ALTERNATE
ANCHORS IN ANY GROUP ARRANGEMENT) SHALL BE PROOF TESTED TO TWICE THE 
ALLOWABLE CAPACITY IN TENSION. IF ANY ANCHOR FAILS, 20 CONSECUTIVE ANCHORS 
INSTALLED BY THE SAME TRADE MUST THEN ALSO BE TESTED BEFORE RESUMING 50 
PERCENT TESTING. TESTING SHOULD OCCUR 24 HOURS MINIMUM AFTER INSTALLATION 
OF ANCHOR.

2. FOLLOW ALL WEDGE ANCHOR INSTALLATION REQUIREMENTS PER INDIVIDUAL ICC ESR 
REPORT.

3. MINIMUM CONCRETE THICKNESS SHALL COMPLY WITH INDIVIDUAL ICC ESR REPORT.

4. WHEN INSTALLING ANCHORS IN REINFORCED CONCRETE, AVOID DAMAGING 
REINFORCING STEEL.

5. WHEN INSTALLING ANCHORS IN PRESTRESSED CONCRETE, LOCATE PRESTRESSING 
STEEL AND AVOID DAMAGING PRESTRESSING STEEL.

6. STRUCTURAL ENGINEER OF RECORD SHALL VERIFY ADEQUACY OF THE STRUCTURE FOR 
THE TABULATED ALLOWABLE LOADS.

7. SPECIAL INSPECTION SHALL BE PROVIDED PER CBC/IBC. THE SPECIAL INSPECTOR MUST 
BE ON THE JOBSITE CONTINUOUSLY DURING ANCHOR INSTALLATION TO VERIFY ANCHOR
TYPE, ANCHOR DIMENSIONS, HOLE DIMENSIONS, ANCHOR SPACING, EDGE DISTANCES, 
SLAB THICKNESS, ANCHOR EMBEDMENT AND TIGHTENING TORQUE.

8. HANGER ROD DIAMETER SHALL BE EQUAL TO OR GREATER THAN THE ANCHOR DIAMETER
UNLESS NOTED OTHERWISE.

POST-INSTALLED ANCHORS: ICC ESR REPORTS

1. POWERS/DEWALT POWER-STUD+ SD2 - ICC ESR 2502.

GENERAL SEISMIC BRACING NOTES

PLBG/MECH PIPING

1. VERIFY ALL DIMENSIONS AND FIELD CONDITIONS BEFORE STARTING WORK. IMMEDIATELY NOTIFY THE
ENGINEER OF ANY DISCREPANCIES.

2. WHERE NO DETAILS ARE SHOWN OR NOTED, DETAILS SHALL BE THE SAME AS SHOWN IN OTHER DETAILS.

3. SEISMIC BRACING HAS BEEN DESIGNED FOR SEISMIC LOADS ONLY. PROTECT HANGERS OR RACKS FROM
ANY OTHER LOADS APPLIED DURING CONSTRUCTION AND OPERATION BY BRACING, BALANCING, ETC.

4. DESIGN OF PIPING, CONDUIT SYSTEMS, MECHANICAL SYSTEMS, SEISMIC JOINTS, ANCHORS AND OTHER
SYSTEMS ARE BY OTHERS. OTHERS TO VERIFY ANY CONFLICTS BETWEEN SEISMIC BRACING AND SYSTEM
OPERATION.

5. STRUCTURAL ENGINEER OF RECORD SHALL VERIFY ADEQUACY OF THE STRUCTURE FOR THE APPLIED
LOADS.

6. SEISMIC BRACING SHALL BE INSTALLED AS SHOWN.

7. ALL WORK SHALL CONFORM TO CONTRACT PLANS, SPECIFICATIONS, CALIFORNIA BUILDING
CODE/INTERNATIONAL BUILDING CODE, SMACNA, AND OTHER LOCAL, STATE AND FEDERAL REGULATIONS.

8. PER ASCE7-10 SECTION 13.6.8.3, BRACING IS NOT REQUIRED FOR PIPING THAT IS SUPPORTED 12" OR LESS
FROM TOP OF PIPING OR TRAPEZE SUPPORT POINT TO THE SUPPORT STRUCTURE. ROD HANGERS MUST
BE EQUIPPED WITH SWIVELS TO PREVENT BENDING IN ROD.

10A.  PER ASCE 7-10 SECTION 13.6.8.3, IF COMPONENT IMPORTANCE FACTOR Ip=1.0 BRACING IS NOT
REQUIRED FOR PIPING TRAPEZES WEIGHING EQUAL TO OR LESS THAN 10 LBS/LF AND WITHOUT SINGLE
PIPES REQUIRING BRACING. BRACING NOT REQUIRED FOR SINGLE PIPES 3" Ø AND SMALLER OR 5 LBS/LF
AND LESS.

10B.  PER ASCE 7-10 SECTION 13.6.8.3, IF COMPONENT IMPORTANCE FACTOR Ip=1.5 BRACING IS NOT
REQUIRED FOR PIPING TRAPEZES WEIGHING EQUAL TO OR LESS THAN 10 LBS/LF AND WITHOUT SINGLE
PIPES REQUIRING BRACING. BRACING NOT REQUIRED FOR SINGLE PIPES 1" Ø AND SMALLER OR 5 LBS/LF
AND LESS.

11. PER CBC 1616A.1.18, BRACING NOT REQUIRED FOR DISTRIBUTION SYSTEMS 5 LB/FT OR LESS WITH
FLEXIBLE CONNECTIONS TO COMPONENTS. CONTRACTOR TO PROVIDE FLEXIBLE CONNECTIONS IF
BRACING OTHERWISE REQUIRED.

12. IF A TRANSVERSE BRACE FALLS WITHIN 24" OF A WALL PENETRATION (AT FULL HEIGHT WALL UTILITY IS
RESTRAINED IN THE TRANSVERSE DIRECTION) THE TRANSVERSE BRACE MAY BE ELIMINATED BY THE
ENGINEER.

13. ALL TRANSVERSE BRACES PLACED ON THE RUN SECTION AT THE OPPOSITE SIDE OF AN ELBOW OR TEE
PLACED WITHIN 24" OF THE ELBOW OR TEE AND MAY BE CONSIDERED A LONGITUDINAL BRACE BY THE
ENGINEER.

SEISMIC BRACING PRODUCTS

1.        B-LINE/TOLCO SEISMIC BRACING SYSTEM.
           SEISMIC ENGINEERING GUIDELINES (SEG-12)
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RUSHING:
GENERATOR FUEL OIL PIPING IS A
DESIGNATED SEISMIC SYSTEM DESIGN
FOR POST SEISMIC EVENT OPERATION
AND TO HAVE AN IP=1.5 PER
MECHANCIAL DRAWINGS .

RUSHING 12/21/2020:
REVISE AS NOTED
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RUSHING 12/21/2020:
REVISE AS NOTED
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RUSHING 12/21/2020:
REVISE AS NOTED
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